
HD-SDi Mini Vandal Dome Camera
MG-D4000V

Main Features

Made in Korea

MG - D4000VModel

Specification
2.2M Pixel Progressive Scan Color CMOS Sensor

2D & 3D Noise Reduction

1/3” 2.2M Pixel Progressive Scan Color CMOS Sensor
2010(H) x 1108(V)
1944(H) x 1092(V)
1080p (30/25fps)
0.5Lux@F1.2 without Sens-Up / 0.02 Lux@F1.2 with Sens-Up x30
0.1 Lux@F1.2 without Sens-Up
1080p (30/25fps)
More than 50dB
Yes
Auto / Flickerless (1/3,25-1/50,000 Sec)
Sens-up (x2 - x30)
Yes
ATW / AWC>Set / Indoor / Outdoor / Manual
Auto / Ext / Color / BW
N/A
On / Off
On / Off
On / Off
Level Adjustable (0-100)
Off / Low / Middle /High
Off / HSBLC / BLC
N/A
HSBLC (On / Off )
ACCE (Off / Low /Middle / High)
On / Off
Off / Mirror / V-Flip / Rotate
On / Off (x2 - x64) - PIP Function
Off / Low / Middle / High
On / Off (3 Zones)
On / Off (8 Zones)
HD-SDi (SMPTE 292M)
DC 12V
Max. 200mA
110mm(Ø) x 81mm(H)

Image Sensor
Total Pixels
Effective Pixels
Resolution
Min. Illu             Color
mination           B/W
Scanning System
S/N Ratio
OSD
Shutter Speed
Sens-Up / DSS
Flickerless
White Balance
Day & Night
Smart IR
2D-DNR
3D-DNR
Smart NR
Sharpness
AGC
BLC
WDR / D-WDR
HSBLC / HLM
ACCE / ACE
LSC
Mirror
Digital Zoom
Defog
Motion Detection
Privacy Masking
Video Output
Power
Power Consumption
Dimensions

  1/3” 2.2M Pixel Progressive Scan Color CMOS Sensor
  Full HD Resolution (1080P@30fps)
  Digital Noise Reduction (2D&3D Noise Reduction)
  Smart NR Function
  Sens-up Function (x2-x30)
  Adaptive Color and Contrast Enhancement (ACCE)
  Digital Zoom with PIP (x64)
  Dead Pixel Compensation (DPC)
  3.8mm Megapixel Fixed Lens
  Highlight Suppression BLC (HSBLC)
  OSD Controller


